IL 8-TYPICAL SECTION 1

NOTE: SEE SHEET 11 FOR LOCATIONS OF PROPOSED HMA SHOULDER, 8

4 13 13

4/

IL 8-TYPICAL SECTION 2

NOTES: 1. SEE SHEET 11 FOR LOCATIONS OF PROPOSED HMA SHOULDER, 8"

2. SEE TABULATION OF RESURFACING QUANTITIES ON SHEETS 12-14
FOR LOCATIONS EACH TYPICAL SECTION IS APPLICABLE TO.

LEGEND - PROPOSED

(1) HMA SURFACE REMOVAL, 1 Y,
(2 POLYMERIZED HMA SURFACE CSE, 1/,
OR HMA SURFACE CSE, 1V
(SEE SCHEDULES ON SHEETS 12-14 FOR LOCATIONS)
(3 EPOXY PAVEMENT MARKING
(4 AGGREGATE SHOULDERS, TYPE B

CACACAGRGECERCRS)

LEGEND - EXISTING

PCC PAVEMENT (9-6-9)

HMA BASE CSE., 9”

AGGREGATE SHOULDER
PIPE UNDERDRAINS, 4”

HMA SHOULDER, & TO 8”

HMA OVERLAY, 7!Y/2” AND VAR.

FULL-DEPTH HMA PVMT, 13"

CONCRETE GUTTER, TYPE A (MODIFIED)

SUB-BASE GRAN. MATERIAL, 12"
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